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SIGN
TRAFFIC CONTROL

White, Fed.

Black, Fed.
Color 17875

Color 17038

S

Red, Fed.

Orange, Fed. hed
; Color 11105

Color 22510

White Lettering

Black Lettering Fed. Color 17875
ed. Color

Fed. Color 17038

TRAFFIC CONTROL SIGNS shall be of the configuration shown and shall conform to
Part 5 of ANSI D6.1, "Manual on Uniform Traffic Control Devices for Streets and
Highways." Each sign shall include a suitable coupler for comnecting the sign to
a 2-inch diameter staff.

Letters. All letters shall be 6-inch high, Series C, per Bureau of Public Roads
"Standard Alphabets for Highway Signs."

Fabrication. The signs shall be 24" to 26"in diameter and fabricated from ABS
plastic meeting the requirements of ASTM D1788 for Type 1, Grade 2 material.
The 2-inch diameter, 2h4-inch long handle shall be securely attached to the
sign body with bolts.

Colors. Colors of background, letters and staff shall be air-drying enamel and
shall conform to Federal Standard 595. Paint shall be reflectorized.

Reference Specifications: ANSI D6.1 (Part V); Bureau of Public Roads "Standard
Alphabets for Highway Signs"; AST™ D1788; Federal
Standard 595, latest revisions.

Stock Unit: Each APPROVED MANUFACTURERS: Safety Guide #02450

Stock Number: 765186
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